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Compliance

Dream Machine Pro
M/N: UDM-Pro

https:/fwww.ui.com/compliance/

United States FC FCC ID: SWX-UDMPRO

Note: This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the
equipment is operated in a commercial environment. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause harmful interference to radio
communications. Operation of this equipment in a residential area is likely to cause harmful interference in which case
the user will be required to correct the interference at his own expense. Changes or modifications not expressly
approved by the party responsible for compliance could void the user's authority to operate the equipment.

This equipment should be installed and operated with a minimum distance 20 cm between the radiator and your body.

Canada IC: 6545A-UDMPRO
CAN ICES-003(A)/NMB-003(A)

This device complies with ISED Canada license-exempt RSS standard(s). Operation is subject to the following two
conditions:
1. This device may not cause interference, and

2. This device must accept any interference received, including interference that may cause undesired operation.

Le présent appareil est conforme aux CNR d'ISDE Canada applicables aux appareils radio exempts de licence.
L'exploitation est autorisée aux deux conditions suivantes:

1. L'appareil ne doit pas produire de brouillage;

2. L'appareil doit accepter tout brouillage radicélectrique subi, méme si le brouillage est susceptible d'en compromettre
le fonctionnement.

Les antennes utilisées pour ce transmetteur doivent étre installé en considérant une distance de séparation de toute

personnes d'au moins 20 cm et ne doivent pas étre localise cu utilize en conflit avec tout autre antenne ou transmetteur.
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' You have latest available firmware version.
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Firmware Version 1:1.0
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M/N: AF60-XR

48V/0.65A Gigk c € & Hgs
FCCID: SWX-AFS0XR Compliant

IC: 6545A-AF60XR

This equiprnent should be installed and operated with minimum 1.57 m between the radiator and your body.

MNOTE: This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15
of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the
eguipment is operated in 3 commercial environment. This equipment generates. uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause harmful interference to radio
communications. Operation of this equipment in a residential area is likely to cause harmful interference in which case the
user will be reguired to correct the interference at his own expense.

«« Ubiquiti Inc.
683 Third Avenue, 27th Floor
MewsYork, MY 10017 USA
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